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DITEK’s ZEUS Series industrial surge protective devices are designed to provide 
transient surge protection for electrical systems in the most demanding environments.  
Each model incorporates the latest in surge protection technology for maximum 
performance and protection.  Available in a wide range of voltage configurations, ZEUS 
products are an excellent choice for electrical system surge protection.

Proudly designed and manufactured in the USA!
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Technical Support: 1-888-472-6100 1 800 753 2345



Total Surge Solution

DITEK Corporation continues to lead the industry in the design and manufacture 
of low-voltage surge protection devices and systems —offering unparalleled 
protection for commercial, industrial and residential applications, including: 

At DITEK’s ISO 9001 certified manufacturing facility in Largo, FL, a highly-trained 
and culturally diverse workforce utilizes state-of-the-art equipment and lean

 
CCTV/Surveillance Systems, Fire and Intrusion Alarm, Electrical Power, 
Access Control, and Voice and Data applications.

 
manufacturing methodologies.  DITEK’s Technical Support Team is available 24/7 
to answer application or installation questions by phone or Internet live chat. Live 
and web-based product training, CEU courses and collateral materials are readily 
available through DITEK’s Marketing Services Group.

1 800 753 2345
DITEKCORP.com

Technical Support:  1-888-472-6100 One DITEK Center
1720 Starkey Road
Largo, FL 33771
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Please contact factory for International voltage configurations
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D200 SERIES - 200kA/Phase, 100kA/Mode, Type 1 SPD (Type 2 Canada)
The D200 Series of products offer LED Diagnostics to indicate system power and 
SPD function, audible alarm with disable switch, and dry contacts.  The NEMA-4X 
enclosure makes them ideal for harsh environments.  All D200 models are 
UL1449 3rd Edition Listed, and comply with ANSI/IEEE C62.41 and C62.45 
Category B and C3 standards.

 D200-120/2401        120/240 VAC, Split-Phase, 3 Wire + Ground
 D200-120/2083Y      120/208 VAC, 3-Phase Wye, 4 Wire + Ground
 D200-120/240HL      120/240 VAC, 3-Phase Delta, High Leg
 D200-277/4803Y      277/480 VAC, 3-Phase Wye, 4 Wire + Ground
 D200-347-6003Y      347/600 VAC, 3-Phase Wye, 4 Wire + Ground
 D200-2403D             240 VAC, 3-Phase Delta, 3 Wire + Ground
 D200-4803D             480 VAC, 3-Phase Delta, 3 Wire + Ground
 D200-6003D             600 VAC, 3-Phase Delta, 3 Wire + Ground

D50 SERIES - 50kA/Phase, 25kA/Mode, Type 1 SPD (Type 2 Canada)
The D50 Series of products offer LED Diagnostics to indicate system power and 
SPD function.  The NEMA-4X enclosure makes them ideal for harsh 
environments.  All D50 models are UL1449 3rd Edition Listed, and comply with 
ANSI/IEEE C62.41 and C62.45 Category B and C3 standards.

D50-120/2401          120/240 VAC, Split-Phase, 3 Wire + Ground
D50-120/2083Y        120/208 VAC, 3-Phase Wye, 4 Wire + Ground
D50-120/240HL        120/240 VAC, 3-Phase Delta, High Leg
D50-277/4803Y        277/480 VAC, 3-Phase Wye, 4 Wire + Ground
D50-347-6003Y        347/600 VAC, 3-Phase Wye, 4 Wire + Ground
D50-2401              240VAC 1-Phase, 2 Wire + Ground
D50-2403D               240 VAC, 3-Phase Delta, 3 Wire + Ground
D50-4803D               480 VAC, 3-Phase Delta, 3 Wire + Ground
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D100 SERIES - 100kA/Phase, 50kA/Mode, Type 1 SPD (Type 2 Canada)
The D100 Series of products offer LED Diagnostics to indicate system power and 
SPD function.  The NEMA-4X enclosure makes them ideal for harsh 
environments.  All D100 models are UL1449 3rd Edition Listed, and comply with  
ANSI/IEEE C62.41 and C62.45 Category B and C3 standards.

 D100-120/2401        120/240 VAC, Split-Phase, 3 Wire + Ground
 D100-120/2083Y      120/208 VAC, 3-Phase Wye, 4 Wire + Ground
 D100-120/240HL      120/240 VAC, 3-Phase Delta, High Leg
 D100-277/4803Y      277/480 VAC, 3-Phase Wye, 4 Wire + Ground
 D100-2403D             240 VAC, 3-Phase Delta, 3 Wire + Ground
 D100-4803D             480 VAC, 3-Phase Delta, 3 Wire + Ground
 D100-6003D             600 VAC, 3-Phase Delta, 3 Wire + Ground


