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A Pentair Company

Consolets

Finish

RAL 7035 light gray polyester powder coating
insideand out over phosphatized surfaces.
Stainless steel enclosures are unpainted. Cover
and sides of body have smooth brushed finish.

Industry Standards

UL 508, File Number E61997: Type 12 and
Type 13

NEMA/EEMACType 12
CSA File Number LR42l86:Type 12
IEC 60529, IP65

Accessories
See General Accessories index

Corrosion Inhibitors
Latch Kits
Mounting Foot Kit
Pedestals
Touch-Up Paint (A-TPPY6I)
Window Kit

Application

Designed to house a variety of electronic
control or instrumentation devices. Consolets
provide protection from dust, dirt, oil and
water. Flexible design allows for mounting on
either of two sides, creating control surfaces
of 30 degrees or 60 degrees. Consolets can
be mounted on desktops, pedestals, or other
flat surfaces.

Construction

• 14 gauge steel or Type 304 stainless steel

• Seams continuously welded and ground smooth,
no holes or knockouts

• Captivated cover screws thread into sealed wells

• Control panel attached with continuous hinge
along bottom edge

• Oil-resistant gasket and adhesive

Standard Sizes
Pedestal Columns and Bases*
Catalog Number

A-44CCOL

A-66CCOL

A-18SBASE

A-24SBASE

Size
4.00 X 4.00
(102x102)

6.00 x 6.00
(152x152)

18.00x18.00
(457 x 457)

24.00 x 24.00
(610x610)

Description

Straight Pedestal Column

Straight Pedestal Column

Pedestal Base

Pedestal Base

Millimeter dimensions ( ) are for reference only; do not

convert metric dimensions to inch.
"See General Accessories for more information.

Standard Sizes Consolets
Catalog Number
Steel

C-8C8

C-8C12

C-8C16

C-8C20

C-12C12

C-12C16

C-12C20

C-12C24

C-16C16

C-16C20

C-16C24

C-16C30

C-16C36

C-20C20

C-20C24

C-20C30

Stainless Steel

OC-8C8SS

C-8C12SS

OC-8C16SS

C-8C20SS

OC-12C12SS

C-12C16SS

> C-12C20SS

; C-12C24SS

OC-16C16SS

C-16C20SS

OC-16C24SS

C-16C30SS

OC-16C36SS

C-20C20SS

0 C-20C24SS

: C-20C30SS

Enclosure Size A x B x C
inch

8.00 x 8.00 x 7.09

8.00x12.00x7.09

8.00x16.00x7.09

8.00 x 20.00 x 7.09

12.00x12.00x9.09

12.00x16.00x9.09

12.00x20.00x9.09

12.00x24.00x9.09

16.00x16.00x11.09

16.00x20.00x11.09

16.00x24.00x11.09

16.00x30.00x11.09

16.00 X 36.00 x 11.09

20.00x20.00x13.09

2000x24.00x13.09

20.00x30.00x13.09

(millimeter)

(203x203x180)

(203x305x180)

(203x406x180)

(203x508x180)

(305x305x231)

(305x406x231)

(305x508x231)

(305x610x231)

(406 X 406 X 282)

(406 x 508 X 282)

(406x610x282)

(406 x 762 X 282)

(406x914x282)

(508 x 508 x 332)

(508x610x332)

(508 X 762 X 332)

E

5.62(143)

5.62 (143)

5.62(143)

5.62 (143)

7.62 (194)

7.62(194)

7.62 (194)

7.62 (194)

9.62 (244)

9.62 (244)

9.62 (244)

9.62 (244)

9.62 (244)

11.62(295)

11.62(295)

11.62(295)

H

8.28(210)

8.28(210)

8.28 (210)

8.28(210)

12.28 (312)

12.28(312)

12.28(312)

12.28(312)

16.28(414)

16.28 (414)

16.28(414)

16.28 (414)

16.28(414)

20.28(515)

20.28(515)

20.28(515)

J

8.28(210)

12.28(312)

16.28(414)

20.28(515)

12.28(312)

16.28 (414)

20.28(515)

24.28(617)

16.28(414)

20.28(515)

24.28(617)

30.28 (769)

36.28 (922)

20.28(515)

24.28(617)

30.28 (769)

K

7.50(191)

11.50(292)

15.50 (394)

19.50(495)

11.50(292)

15.50(394)

19.50(495)

23.50 (597)

15.50(394)

19.50 (495)

23.50 (597)

29.50 (749)

35.50 (902)

18.62(473)

22.62 (575)

28.62 (727)

L

6.62(168)

6.62 (168)

6.62 (168)

6.62(168)

10.62(270)

10.62(270)

10.62 (270)

10.62(270)

14.62(371)

14.62(371)

14.62(371)

14.62(371)

14.62(371)

18.62(473)

18.62(473)

18.62 (473)

N

7.44(189)

7.44(189)

7.44(189)

7.44(189)

10.91 (277)

10.91 (277)

10.91 (277)

10.91 (277)

14.38(365)

14.38 (365)

14.38(365)

14.38 (365)

14.38(365)

17.84(453)

17.84(453)

17.84(453)

Millimeter dimensions ( I are for reference only; do not convert metric dimensions to
Standard product available for shipment within 10 working days.

inch.
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Standards
NEMA, UL, and CSA Ratings

NEMA, UL, and CSA Ratings

NEMA, UL, and CSA are standard writing organizations commonly rec-
ognized in North America.Their ratings are based on similar application
descriptions and expected performance. UL and CSA both require
enclosure testing by qualified evaluators.They also send site inspectors

to make sure a manufacturer adheres to prescribed manufacturing meth-
ods and material specifications. NEMA, on the other hand, does not
require independent testing and leaves compliance completely up to the
manufacturer.

Enclosure Types Non-Hazardous Location

Enclosure
Rating

Typel

Type 2

TypeS

Type 3R

Type 4

Type 4X

TypeG

Type 12

Type 13

NEMA National Electrical Manufacturers
Association (NEMA Standard 250) and
Electrical and Electronic Mfg.
Association of Canada (EEMAC)

Enclosures are intended for indoor use primarily to
provide a degree of protection against contact with the
enclosed equipment or locations where unusual service
conditions do not exist

Enclosures are intended for indoor use primarily to
provide a degree of protection against limited amounts of
(ailing water and dirt.

Enclosures are intended for outdoor use primarily to
provide a degree of protection against windblown dust,
rain, and sleet; undamaged by the formation of ice on the
enclosure.

Enclosures are intended for outdoor use primarily to
provide a degree of protection against falling rain and
sleet; undamaged by the formation of ice on the
enclosure.

Enclosures are intended for indoor or outdoor use
primarily to provide a degree of protection against
windblown dust and rain, splashing water, and hose
directed water; undamaged by the formation of ice on
the enclosure.

Enclosures are intended for indoor or outdoor use
primarily to provide a degree of protection against
corrosion, windblown dust and rain, splashing water, and
hose-directed water; undamaged by the formation of ice
on the enclosure.

Enclosures are intended for use indoors or outdoors
where occasional submersion is encountered
limited depth; undamaged by the formation of ice on
the enclosure.

Enclosures are intended for indoor use primarily to
provide a degree of protection against dust, falling dirt,
and dripping noncorrosive liquids.

Enclosures are intended for indoor use primarily to
provide a degree of protection against dust, spraying of
water, oil, and noncorrosive coolant.

S~^. Underwriters Laboratories Inc. ^^^ Canadian Standards Association
1 U I 1 (UL 50 and UL 508) fC h (Standard C22.2 No. 94)
v^L/ \JJ»°

Indoor use primarily to provide protection against contact
with the enclosed equipment and against a limited
amount of falling dirt

indoor use to provide a degree of protection against
limited amounts of falling water and dirt

Outdoor use to provide a degree ot protection against
windblown dust and windblown ram, undamaged by the
formation of ice on the enclosure.

Outdoor use to provide a degree ol protection against
falling rain; undamaged by the formation of ice on
the enclosure.

Either indoor or outdoor use to provide a degree of
protection against falling rain, splashing water, and
hose-directed water: undamaged by the formation of ice
on the enclosure

Either indoor or outdoor use to provide a degree of
protection against falling ram, splashing water, and
hose-directed water; undamaged by the formation of ice
on the enclosure; resists corrosion.

Indoor or outdoor use to provide a degree of protection
against entry of water during temporary submersion at a
at a limited depth: undamaged by the external formation
of ice on the enclosure.

Indoor use to provide a degree of protection against
dust, dirt, fiber flyings, dripping water, and external
condensation of noncorrosive liquids

Indoor use to provide a degree of protection against lint,
dust seepage, external condensation and spraying of
water, oil, and noncorrosive liquids.

General purpose enclosure. Protects against accidental
contact with live parts.

Indoor use to provide a degree of protection against
dripping and light splashing of noncorrosive liquids and
falling dirt.

Indoor or outdoor use: provides a degree o! protection
against rain, snow, ant) windblown dust; undamaged by
the external formation of ice on the enclosure.

Indoor or outdoor use, provides a degree ol protection
against rain and snow: undamaged by the external
formation of ice on the enclosure.

Indoor or outdoor use; provides a degree of protection
against rain, snow, windblown dust, splashing and
hose-directed water; undamaged by the external
formation ol ice on the enclosure.

Indoor or outdoor use; provides a degree of protection
against rain, snow, windblown dust, splashing and
hose-directed water; undamaged by the external
formation of ice on the enclosure: resists corrosion.

Indoor or outdoor use; provides a degree ot protection
against the entry of water during temporary submersion
at a limited depth Undamaged by the external formation
of ice on the enclosure; resists corrosion.

Indoor use; provides a degree of protection against
circulating dust, lint, libers, and flyings; dripping and light
splashing of non-corrosive liquids; not provided with
knockouts.

Indoor use; provides a degree ol protection against
circulating dust, lint, fibers, and livings: seepage and
spraying of non-corrosive liquids, including oils and
coolants.

This material is reproduced with permission from NEMA
The preceding descriptions, however, are not intended to
be complete representations of National Electrical
Manufacturers Association standards tor enclosures nor
those of the Electrical and Electronic Manufacturers
Association ot Canada.

This material is reproduced with permission from
Underwriters Laboratories Inc. Enclosures for Electrical
Equipment. UL 50. Copyright 1995 and Industrial
Control Equipment. UL 508. Copyright 1996 by
Underwriters Laboratories Inc

Underwriters Laboratories Inc. (UL) shall not be
responsible for the use of or reliance upon a UL
Standard by anyone. UL shall not incur any obligation or
liability tor damages, including CQriSBQU&ntfal damages
arising out of or connection with the use. interpretation ot,
or reliance upon a UL Standard.

This material is reproduced with permission from the
Canadian Standards Association.
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